SEE SECTION A A NOTE

BEFORE INSTALLING DUCTS

TAPER PLUG SPARE DUCTS

AT BOTHENDS

PLAN VIEW
PAD MOUNT —
COLLAR } .41‘
i-:I::id': __
:}:—F—_:l:ﬁ—__&; -~
[ ]
NIl
L
NI
Z—N

-] }——l"

GROUND
LIN

CIRCUIT DUCTS
45°24 R.

36"

1

N6 EA#6 REBAR EVEN

MAX. SPACING

SPACING ADJUSTED

FOR DUCT BUNDLE

FRONT VIEW

FOUNDATION

6EA.- 3" BRANCH

| EA-2" SERVICE

1254- 4-CLIP
METER SOCKET

CONT, DUTY
STAINLESS STEEL HINGE SECURED METER S0l 50V 18
L \GHTNING ICOA. 2P
L IGHTNING oA, 2p. ASS T TYPE JuN
WITH CARRIAGE BOLTS (2} 17 ARRESTOR FUSIBLE [ CLASS
o e o e | E—— 100,000AIC
= . s 1' [ Ii ' j 0 | MAIN.
| METER VIEW ] ” l 1 125A- 12-CIRCUIT
WINGOW METER DOOR ! INTERIOR
| o | Falx HJ?L | AN A S ————— (ot
——] EIGHTN RRESTOR
} — +: —5— [ i I IL_‘l r__ﬂ\ e
0 0 & 1 ]|r1 N .y
| | i = ke
METER COVER | j L A L A EQUIP 20/t
' | i Cloopl o 2 o) ) 38
§ — - r— I'-]
— £
l _ il __é==l||| —2 3 i L
ﬁ —= — [ SERY, N
—————— f | |H i “GRD, N —
2 C FusiBLE mawn | Ik ‘ 103 © 2 NEUTRAL
I winceD poor - jl I & 5A. TYPE KTK
I I —— A —— i ==
- RATING < —_— oA, 2-POLE
hi¢ NP- DEAD FRONT " e | ' 135724 MERCURY RELAY PE.
, ‘ q - I[” 1 = 'OOA. 2P TERM.BLK.
- | o MERC. UTILITY 7CA. TERM BLKS.
| 2 cReur wreron I ‘ﬁm o RELAY UNDERGROUND
" I el 5a PULL SECTION LOAD SECTION
Ii JM FUSE KTK.  PE.
— PADLOCK LATCH (2) _ ebemmmmesd quL 3R Tt s WIRING DIAGRAM
| E /j_]_'r‘ 1l uTiiTY LUG LANDING —
L
IO EQUIP GRD. LUG ﬂ_ " T .
| | I | [ NOTES:
l | AUX.CONTROL | I !ﬂ;__ /0 SERVICE GRD. ‘ '
MOUNTINGFAN | "I r | A I. CONSTRUCTION SHALL BE OF CODE GAGE CORROSION RESISTANT
| | i{ | j STEEL, SHALL BE WEATHERPROGF AND SHALL BE VENTILATED
I [ —4 | |- BREAR ACCESS ! : TO PREVENT CONDENSATION,
, ‘ [ ] ‘ FRONT VIEW i 2. CIRCUIT BREAKER INTERIOR SHALL BE COPPER BUSSED AND
REMOVABLE “ l (LESS WEATHERPROOF COVERS). PROVIDE FOR TWELVE FULL ONE INCH POLES.
| -BOTTOM COVER % E 3. ALL TERMINALS SHALL BE APPROVED FOR COPPER OR
) || | - ALUMINUM WIRE.
Kp1A. MTG. 3] =2
1 “HOLESGT " i —~— 4. ALL WIRING SHALL BE COPPER.
. im L ) UTILITY UG, 5. HINGED DOORS AND REMOVABLE COVERS SHALL BE WEATHER-
12l n I Ll PULL SECTION. 7 PROOF AND PROVIDE FOR PADLOCKS.
L o Ln is.:. 6. THE ENCLOSURE SHALL BE FINISHED WITH ENVIRONMENTAL
>
~ f= 2 o o | == GREEN BAKED ENAMEL CONFORMING TO ASTM-BIl7, OVER
-
ENCLOSURE o e CORROSION RESISTANT ZINC CHROMATE PRIMER.
LOAD SECTION - 7. FOQUNDATION CONCRETE SHALL BE MCIB A558-I-2 CR
. | %816 WELD 1 :J NOTE: DUCTS CAN NOT ABIB-I"4.
¢ N__NUTS(4) 7 OVERLAP THIS LINE
"l 8 1 J lE ) =__3,]— AMERICAN PUBLIC WORKS ASSQCIATION
AR MOUNT COLLAR 3% b KANSAS CITY METRO CHAPTER
14Y,
2 STANDARD DRAWING
STREET LIGHTING NUMBER SL-
FRONT VIEW SIDE VIEW SECTION A A FEED POINT. TYPE A HUMBER
DECEMBER 15, 1882




